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Water based, screen printing paste available in opaque base and white. It is suitable for printing cotton, poly-

cotton and silk. Excellent printability, soft touch and great opacity.  

Key features: 
 

• Suitable to obtain colour shades on cotton, 
poly-cotton, silk and others.  

• Soft touch 

• Excellent opacity 

• Good washing fastness  

• Great printability 

• In special cases, it can be used also for wet
-on-wet printing.  

 
Instructions for use: 
 
• Add the necessary quantity of pigment to 

PRINTEX Opaque Base  (Lacprint Pig-
ments or other water based pigments). 

 We recommend to follow up the instruct
 tions indicated in the pigment technical da
 a sheet. We usually recommend 4-5%.  

• For the wet-on-wet printing, it is recom-
mended to add 3-5% Lacprint Retarder 03 
or Retarder Gel 04 

• If it is necessary to thicken the product, it is 
recommended to use Lacprint Thickener 
420. Stir the product thoroughly 

 
Screens: 
 
It is recommended to print the product with 43-55 
th/cm screens. 
However, for specific applications and under spe-
cial conditions it is possible to use up to 77 th/cm 
screens. 
 
 
Drying and curing: 
 
It is recommended to cure at 150°C for 3 min. 

Cleaning: 
 
After printing clean tools and screens with water  
 
 

Products range: 
 
722002 Printex Opaque Base 
722010 Printex White 
 
Auxiliaries: 
 
309003 Lacprint Retarder 03 
309004 Lacprint Retarder Gel 04 
308420 Lacprint Thickener 420 
 

  
Storage:  
 
Protect from extreme temperatures. It is recom-
mended to keep the original closed container in a 
dry and fresh place. 
 
Shelf life:  12 months 
 
 
Packing: 
 
Plastic containers: 
1 KG 
5 KG 
20 KG 
50 KG 

NOTE 
 
Our technical whether spoken,written or through test trials corresponds to our rent knowledge and provides information 
about our products and use. ENGLER ITALIA cannot, however, guarantee the finished results because ENGLER ITALIA exercises no 
control over those factors which may determine the use and application of the product at the user’s headquarter.  
 
Unless specifically agreed in writing, ENGLER ITALIA is not, therefore, liable for any loss or damage deriving from an unauthorized use 
of the product. 
 
The selection and testing of the product is exclusively user’s responsibility. Should any liability claim arise, they shall be limited to the 
value of goods delivered by ENGLER ITALIA and utilised by user with respect to any and all damages not caused intentionally or by 
gross negligence  
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